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ALL ELEMENTS OF FENCE SHALL BE GALVANIZED AFTER FABRICATION
AND COATED WITH UV INSENSITVE PLASTIC AS SPECIFIED IN THE
SPECIAL PROVISIONS. STEEL PIPES FOR POSTS AND LONGITUDINAL
MEMBERS SHALL CONFORM TO ASTM A53 GRADE B GALV.

CHAIN LINK FENCE SHALL CONFORM TO CLASS 1 REQUIREMENTS
IN SECTION 9-16.1

FITTINGS, FABRIC BANDS, STRECHER BARS AND TIE WIRE SHALL
CONFORM TO SECTION 9-16.1

FABRIC TIES SHALL BE INSTALLED TO ALL FRAMES IN ACCORDANCE
WITH GOOD TRADE PRACTICES AT 1'-2" CENTERS MAXIMUM SPACING.

BOLTS, NUTS AND WASHERS SHALL CONFORM TO SECTION 9-06.5(1)
AND GALVANIZED IN ACCORDANCE WITH AASHTO M 232. 
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ELEVATION

TYPICAL SECTION POST BASE PLATE

RAILING END VIEW

GENERAL NOTES

TOP OF CONCRETE
BRIDGE DECK

APPLY EPOXY RESIN
TO SURFACE FOR
UNIFORM BEARING

BRIDGE RAILING TYPE
CHAIN LINK SNOW FENCE

½"ø HOLE AT CENTER
OF PIPE POST LOCATION

½"ø HOLES FOR É"ø
RESIN BONDED ANCHORS,
EMBEDDED 6" MIN INTO
TOP OF TRAFFIC BARRIER

BAR 7 x ¼ x 0'-7

POST ~ 2½"ø GALV. 
PIPE (STD. PIPE)

POST

POST

POST BASE
PLATE

É"ø BOLT
AASHTO M 164 (TYP.)

POST

Â" x 1" STEEL STRAP
BRACE BAND

½"ø HOLE FOR
É"ø BOLT M 164

STEEL BRACE BANDS
SEE "BRACE BAND" DETAIL
THIS SHEET

2½"ø PIPE
(TYP.)

SEE DETAIL A

SEE DETAIL B

SEE DETAIL C

¼

BRIDGE RAILING TYPE 
CHAIN LINK SNOW FENCE
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¼"

STEEL RAIL
ENDS (TYP.)

DETAIL B

DETAIL A

DETAIL C

DRILL & TAP FOR
¼" SETSCREW
(CAP ONLY)

STEEL CAP

BRACE BAND


